H92	RAINSCREEN CLADDING

To be read with Preliminaries/General conditions.
	
TYPE(S) OF RAINSCREEN CLADDING

110 RAINSCREEN CLADDING TO AREAS: Drained and back ventilated Lightweight Composite Rainscreen System, compromising of Stone Veneer Panel, a structural PET Non Combustible core, fibreglass matting and stainless steel backing on  hidden fix undercut anchor support system, rails/mullions and helping hand bracketry.

• Primary support structure:  Dense concrete blockwork / brickwork / concrete / structural steel framing / light weight steel framing / timber frame / curtain walling

• Rainscreen cladding system:
- Manufacturer: Aliva Facade Solutions UK Ltd:
		Aliva UK Ltd, 1210 Parkview, Arlington Business Park, Theale, Berkshire. RG7 4TY
		Contact: Justin Price
		Tel: 01189 635900, Mob: 07557367346, Email: jprice@gruppoivas.co.uk 
		Web: www.alivauk.com 

• Type: Aliva AIR Stone Rainscreen Façade System. Drained and back ventilated

• Rainscreen panel:
- Manufacturer: Aliva Facade Solutions UK Ltd;
[bookmark: _GoBack]- Product reference: ALIVA AIR 
- Material: Jura Limestone 
- Finish/Colour: Grey, Honed (TBC)
- Fasteners: Aliva Fasteners fixings, number and location: as detailed/advised by Aliva UK. In accordance with specialist sub-contractor design.
- Panel Size: Varies – Refer to Drawings (Module) 
- Joint type: Open;
- Joint width:  8mm; 
- Weight: 24kg/m²
- Thickness: 10.5mm

• Air gap: Not less than 50mm, as CWCT requirements for rainscreen systems. This 50mm to be measured from rear face of panel to face of insulation.

• Secondary support/framing system: Compromises of appropriate Helping Hand Bracketry, Vertical Mullions/Rails, and Horizontal Carrier rail and panel fasteners. Extrusions to comply with adequate performance using Aliva extrusions. Stainless steel rivets to connect components. Excluding substrate. 
- Manufacturer: Aliva Facade Solutions UK Ltd;
- Product reference: ALI-S
- Material: Aluminium, alloy grade 6063 T6; stainless steel rivets
- Weight: 8/10kg/m²
- Fasteners: Consult with manufacturer for recommendations and details. In accordance with specialist sub-contractor design. 	
- Number and location: Consult with manufacturer for recommendations and details. In accordance to specialist sub-contractor design.
